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Summary of assessment 

Description of assessed product 

The assessed product consists of Eveneer timber veneer facing applied on to base facing of E-core Mini and 

Maxi doorsets installed on different separating elements. The Eveneer timber veneer facings are 

constructed from 70-80% wood combined with resin and is known as Eveneer Raw. The scope of 

assessment includes the fire resistance performance of the described assessed product in accordance with 

AS 1530.4:20141, AS 1905.1:20152 and NZS 4520:20103.The expiry date is dependent on the referenced 

report in Table 1. 

Assessed product performance 

The element of construction described above was assessed by this laboratory on behalf of the report 

sponsor in accordance with the stated assessment standard in Table 1 and achieved the results outlined in 

Table 2 and Table 3. A complete description of the assessed construction can be found within the 

referenced assessment reports or regulatory information reports.  

Table 1 Test standard and assessment report details 

Referenced report Test standard Referenced report 
issue date  

Referenced report 
expiry date   

FAS200350-A R3.1 AS 1530.4:2014, AS 1905.1:2015 and 
NZS 4520:2010 

22 September 2025  

FAS200350-B R1.3 AS 1530.4:2014 and AS 1905.1:2015 09 September 2025 30 November 2029 

FAS200350-C R1.4 AS 1530.4:2014 and AS 1905.1:2015 09 September 2025 31 December 2029 

FAS200350-D R1.5 AS 1530.4:2014 and AS 1905.1:2015 10 October 2025 31 January 2030 

FAS200350-E R1.4 AS 1530.4:2014, AS 1905.1:2015 and 
NZS 4520:2010 

09 September 2025 31 January 2030 

FAS200350-F R1.4 AS 1530.4:2014 and AS 1905.1:2015 08 October 2025 31 December 2029 

 

 
1 Standards Australia, 2014, Methods for fire tests on building materials, components and structures – Part 4: Fire-resistance tests for 

elements of construction, AS 1530.4:2014, Standards Australia, NSW. 
2 Standards Australia, 2015, Components for the protection of opening in fire-resistant walls Fire-resistant doorsets, AS 1905.1:2015, 

Standards Australia, NSW. 
3 Standards New Zealand, 2010, Fire-resistant doorsets, NZS 4520:2010, Standards New Zealand, Wellington. 

Sponsor name E Plus Building Products Pty Ltd Document no 
FAS200350 – Eveneer timber 
veneer SOA1.1 

Sponsor address  

Issue date   Refer to Table 1 

30 April 2031

12-13 Dansu Court, Hallam, VIC, 3803, Australia

15 October 2025, expiry updated 7/5/26           Expiry date
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Table 2 Formal assessment summary of Eveneer Timber Veneer facing installed on a E-core Maxi and Maxi 
HD doorset 

Referenced 

report 

Separating 

element 

Single or 

double leaf 

Installation details Thickness FRL[1] 

 

Plasterboard wall Single and 

double 

Full width and height to 

both sides on top of the 

base facing. 

0.5 mm – 2 mm 

 

-/90/30 

Concrete/masonry 

wall 

-/120/30 

FAS200350-B 

R1.3 

Alphapanel wall Single -/60/30 

FAS200350-C 

R1.4 

ShaftLiner wall Single -/60/30 

 

Speedpanel wall Single -/120/30 

FAS200350-E 

R1.4 

Bondor 

Flameguard wall 

Single  -/90/30 

 

75 mm Hebel 

Powerpanel – 

single and caged 

mesh 

  

-/90/30 

[1] The FRL specified here relates to the facing, the FRL of the doorset is dependent on the overall door construction. 

Table 3 Formal assessment summary of Eveneer Timber Veneer facing installed on E-Core single leaf Mini 
HD doorset 

Referenced report Separating element Installation details Thickness FRL[1] 

FAS200350-A R3.0 Plasterboard or 

concrete/masonry wall 

Full width and height to 

both sides on top of the 

base facing. 

0.5 mm – 2 mm 

 

-/60/30 

FAS200350-C R1.3 ShaftLiner wall -/60/30 

FAS200350-F R1.3 75 mm Hebel Powerpanel – 

single and caged mesh 

-/60/30 

[1] The FRL specified here relates to the facing, the FRL of the doorset is dependent on the overall door construction. 

 

Single

FAS200350-A

R3.1

FAS200350-D

R1.5

FAS200350-F

R1.4
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Conditions / validity  

+ This document is provided for general information only and does not comply with the regulatory 

requirements for evidence of compliance.  

+ The RIR (regulatory information report) or the main assessment report must be provided for regulatory 

requirements and evidence of compliance. 

+ Reference should be made to the relevant assessment report or regulatory information report to 

determine the applicability of the test result to a proposed installation. Full details of the constructions 

and justification for the conclusions given, along with the validity statements, are given in the 

assessment reports. 

+ The results of the assessment report may be used to assess fire resistance, but it should be recognised 

that a single test method will not provide a full assessment of fire hazard under all conditions. 

+ All work and services carried out by Jensen Huges are subject to and conducted in accordance with our 

standard terms and conditions. 

 

Testing authority Jensen Hughes Fire Testing Pty Ltd 

Address 
409-411 Hammond Road, Dandenong South, VIC 3175 

Phone  
T: +61 (0)3 9767 1000  

ABN 
81 050 241 524 

Authorisation Prepared by:  

Wesley Cheung 

Reviewed by: 

Wesley Lee 

Fire safety consultant Senior fire safety consultant 

Jensen Hughes Fire Testing Pty Ltd 

Formerly Warringtonfire Australia Pty Ltd4 

ABN: 81 050 241 524 

 
4 Warringtonfire Australia Pty Ltd was acquired by Jensen Hughes in December 2023. Jensen Hughes Fire Testing Pty Ltd is not 

affiliated, associated, authorised, or endorsed by Warringtonfire Australia Pty Ltd, Warringtonfire Testing and Certification Limited or 

its “Warringtonfire” or “Certifire” brands. 


